
SMI Micro-service
Server Inventory v1.0



Table of Contents
1. Overview . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  1

1.1. Version information. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  1

1.2. URI scheme. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  1

1.3. Tags . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  1

2. Resources . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  1

2.1. Server-inventory-controller . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  1

2.2. Server-log-controller . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  42

3. Definitions . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  44

3.1. BootOrderDetails . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  44

3.2. BootSequenceRetry . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  44

3.3. BootSources . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  45

3.4. BootSourcesByBootMode . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  45

3.5. BootSourcesByBootModes . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  45

3.6. BootSourcesType . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  45

3.7. Caption . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  46

3.8. CimBoolean . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  46

3.9. CimDateTime . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  46

3.10. CimInt . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  46

3.11. CimString . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  47

3.12. CimUnsignedInt . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  47

3.13. CimUnsignedLong . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  47

3.14. CimUnsignedShort . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  47

3.15. Classifications . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  47

3.16. CommunicationStatus . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  48

3.17. Credential . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  48

3.18. DCIMBIOSConfig . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  48

3.19. DCIMBIOSEnumerationType . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  48

3.20. DCIMBIOSIntegerType . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  50

3.21. DCIMBIOSStringType. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  51

3.22. DCIMIDRACCardEnumeration . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  52

3.23. DCIMIDRACCardString . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  53

3.24. DCIMIDRACCardView . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  54

3.25. DCIMSoftwareIdentityType . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  55

3.26. DetailedStatus . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  58

3.27. Duration . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  58

3.28. ExtendedResourceType. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  59

3.29. HardDrives. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  59

3.30. HealthState. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  59



3.31. HwBattery . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  59

3.32. HwController. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  60

3.33. HwCpu. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  63

3.34. HwEnclosure . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  66

3.35. HwFan . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  67

3.36. HwIntrusion . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  68

3.37. HwLed. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  68

3.38. HwMemory . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  69

3.39. HwNic . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  69

3.40. HwNote . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  73

3.41. HwPhysicalDisk . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  73

3.42. HwPowerMonitoring. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  75

3.43. HwPsu . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  78

3.44. HwSDCard . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  78

3.45. HwStorage . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  79

3.46. HwSystem. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  79

3.47. HwTemperature . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  84

3.48. HwVirtualDisk. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  85

3.49. HwVoltage . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  87

3.50. IdentityInfoType. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  87

3.51. IdentityInfoValue . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  87

3.52. IdracCardString . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  88

3.53. InventoryCallbackRequest . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  89

3.54. JAXBElement«string». . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  89

3.55. LCLogResponse . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  89

3.56. Manager . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  90

3.57. ManagerResponse . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  90

3.58. Name . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  91

3.59. OperatingStatus . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  91

3.60. OperationalStatus. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  91

3.61. PrimaryStatus . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  91

3.62. QName. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  92

3.63. ResponseString . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  92

3.64. ServerHardwareInventory . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  92

3.65. StringType . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  93

3.66. TargetOSTypes . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  93

3.67. XMLGregorianCalendar . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  93



1. Overview

1.1. Version information
Version : API Version :1.0
Release Version :1.0.114
Release Tag :devel
Release Date :10-09-2017_01-15

1.2. URI scheme
Host : 10.62.59.155:46011
BasePath : /

1.3. Tags
• server-inventory-controller : Server Inventory Controller

• server-log-controller : Server Log Controller

2. Resources

2.1. Server-inventory-controller
Server Inventory Controller

2.1.1. /bios

POST /api/1.0/server/inventory/bios

Description

This operation allows a user to retrieve the bios details from server via the iDRAC using the WSMan
protocol.

Parameters

Type Name Description Schema

Body
payload
required

payload Credential

Responses

1



HTTP
Code

Description Schema

200 Success DCIMBIOSConfig

201 Created No Content

400 Bad Request No Content

401 Unauthorized No Content

403 Forbidden No Content

404 Not Found No Content

500 Failure No Content

Consumes

• application/json

Produces

• application/json

Example HTTP request

Request path

/api/1.0/server/inventory/bios

Request body

{
  "address" : "string",
  "identifier" : "string",
  "password" : "string",
  "userName" : "string"
}

Example HTTP response

Response 200

{
  "dcimBIOSEnumerationTypeList" : [ {
    "any" : [ "object" ],
    "attributeDisplayName" : {
      "otherAttributes" : {
        "string" : "string"
      },
      "value" : "string"
    },
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    "attributeName" : {
      "otherAttributes" : {
        "string" : "string"
      },
      "value" : "string"
    },
    "caption" : {
      "otherAttributes" : {
        "string" : "string"
      },
      "value" : "string"
    },
    "currentValue" : [ {
      "otherAttributes" : {
        "string" : "string"
      },
      "value" : "string"
    } ],
    "defaultValue" : [ {
      "otherAttributes" : {
        "string" : "string"
      },
      "value" : "string"
    } ],
    "dependency" : {
      "otherAttributes" : {
        "string" : "string"
      },
      "value" : "string"
    },
    "description" : {
      "otherAttributes" : {
        "string" : "string"
      },
      "value" : "string"
    },
    "displayOrder" : {
      "otherAttributes" : {
        "string" : "string"
      },
      "value" : 0
    },
    "elementName" : {
      "otherAttributes" : {
        "string" : "string"
      },
      "value" : "string"
    },
    "fqdd" : {
      "otherAttributes" : {
        "string" : "string"
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      },
      "value" : "string"
    },
    "generation" : {
      "otherAttributes" : {
        "string" : "string"
      },
      "value" : 0
    },
    "groupDisplayName" : {
      "otherAttributes" : {
        "string" : "string"
      },
      "value" : "string"
    },
    "groupID" : {
      "otherAttributes" : {
        "string" : "string"
      },
      "value" : "string"
    },
    "instanceID" : {
      "otherAttributes" : {
        "string" : "string"
      },
      "value" : "string"
    },
    "isOrderedList" : {
      "otherAttributes" : {
        "string" : "string"
      },
      "value" : true
    },
    "isReadOnly" : {
      "otherAttributes" : {
        "string" : "string"
      },
      "value" : "string"
    },
    "otherAttributes" : {
      "string" : "string"
    },
    "pendingValue" : [ {
      "otherAttributes" : {
        "string" : "string"
      },
      "value" : "string"
    } ],
    "possibleValues" : [ {
      "otherAttributes" : {
        "string" : "string"
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      },
      "value" : "string"
    } ],
    "possibleValuesDescription" : [ {
      "otherAttributes" : {
        "string" : "string"
      },
      "value" : "string"
    } ]
  } ],
  "dcimBIOSIntegerType" : [ {
    "any" : [ "object" ],
    "attributeDisplayName" : {
      "otherAttributes" : {
        "string" : "string"
      },
      "value" : "string"
    },
    "attributeName" : {
      "otherAttributes" : {
        "string" : "string"
      },
      "value" : "string"
    },
    "caption" : {
      "otherAttributes" : {
        "string" : "string"
      },
      "value" : "string"
    },
    "currentValue" : [ {
      "otherAttributes" : {
        "string" : "string"
      },
      "value" : "string"
    } ],
    "defaultValue" : [ {
      "otherAttributes" : {
        "string" : "string"
      },
      "value" : "string"
    } ],
    "dependency" : {
      "otherAttributes" : {
        "string" : "string"
      },
      "value" : "string"
    },
    "description" : {
      "otherAttributes" : {
        "string" : "string"
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      },
      "value" : "string"
    },
    "displayOrder" : {
      "otherAttributes" : {
        "string" : "string"
      },
      "value" : 0
    },
    "elementName" : {
      "otherAttributes" : {
        "string" : "string"
      },
      "value" : "string"
    },
    "fqdd" : {
      "otherAttributes" : {
        "string" : "string"
      },
      "value" : "string"
    },
    "generation" : {
      "otherAttributes" : {
        "string" : "string"
      },
      "value" : 0
    },
    "groupDisplayName" : {
      "otherAttributes" : {
        "string" : "string"
      },
      "value" : "string"
    },
    "groupID" : {
      "otherAttributes" : {
        "string" : "string"
      },
      "value" : "string"
    },
    "instanceID" : {
      "otherAttributes" : {
        "string" : "string"
      },
      "value" : "string"
    },
    "isOrderedList" : {
      "otherAttributes" : {
        "string" : "string"
      },
      "value" : true
    },
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    "isReadOnly" : {
      "otherAttributes" : {
        "string" : "string"
      },
      "value" : "string"
    },
    "lowerBound" : {
      "otherAttributes" : {
        "string" : "string"
      },
      "value" : 0
    },
    "otherAttributes" : {
      "string" : "string"
    },
    "pendingValue" : [ {
      "otherAttributes" : {
        "string" : "string"
      },
      "value" : "string"
    } ],
    "programmaticUnit" : {
      "otherAttributes" : {
        "string" : "string"
      },
      "value" : "string"
    },
    "scalarIncrement" : {
      "otherAttributes" : {
        "string" : "string"
      },
      "value" : 0
    },
    "upperBound" : {
      "otherAttributes" : {
        "string" : "string"
      },
      "value" : 0
    }
  } ],
  "dcimbiosstringType" : [ {
    "any" : [ "object" ],
    "attributeDisplayName" : {
      "otherAttributes" : {
        "string" : "string"
      },
      "value" : "string"
    },
    "attributeName" : {
      "otherAttributes" : {
        "string" : "string"
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      },
      "value" : "string"
    },
    "caption" : {
      "otherAttributes" : {
        "string" : "string"
      },
      "value" : "string"
    },
    "currentValue" : [ {
      "otherAttributes" : {
        "string" : "string"
      },
      "value" : "string"
    } ],
    "defaultValue" : [ {
      "otherAttributes" : {
        "string" : "string"
      },
      "value" : "string"
    } ],
    "dependency" : {
      "otherAttributes" : {
        "string" : "string"
      },
      "value" : "string"
    },
    "description" : {
      "otherAttributes" : {
        "string" : "string"
      },
      "value" : "string"
    },
    "displayOrder" : {
      "otherAttributes" : {
        "string" : "string"
      },
      "value" : 0
    },
    "elementName" : {
      "otherAttributes" : {
        "string" : "string"
      },
      "value" : "string"
    },
    "fqdd" : {
      "otherAttributes" : {
        "string" : "string"
      },
      "value" : "string"
    },
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    "generation" : {
      "otherAttributes" : {
        "string" : "string"
      },
      "value" : 0
    },
    "groupDisplayName" : {
      "otherAttributes" : {
        "string" : "string"
      },
      "value" : "string"
    },
    "groupID" : {
      "otherAttributes" : {
        "string" : "string"
      },
      "value" : "string"
    },
    "instanceID" : {
      "otherAttributes" : {
        "string" : "string"
      },
      "value" : "string"
    },
    "isOrderedList" : {
      "otherAttributes" : {
        "string" : "string"
      },
      "value" : true
    },
    "isReadOnly" : {
      "otherAttributes" : {
        "string" : "string"
      },
      "value" : "string"
    },
    "maxLength" : {
      "otherAttributes" : {
        "string" : "string"
      },
      "value" : 0
    },
    "minLength" : {
      "otherAttributes" : {
        "string" : "string"
      },
      "value" : 0
    },
    "otherAttributes" : {
      "string" : "string"
    },
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    "pendingValue" : [ {
      "otherAttributes" : {
        "string" : "string"
      },
      "value" : "string"
    } ],
    "stringType" : {
      "otherAttributes" : {
        "string" : "string"
      },
      "value" : "object"
    },
    "valueExpression" : {
      "otherAttributes" : {
        "string" : "string"
      },
      "value" : "string"
    }
  } ]
}

2.1.2. /boot

POST /api/1.0/server/inventory/boot

Description

This operation allows a user to retrieve the boot order details from the server via the iDRAC using
the WSMan protocol.

Parameters

Type Name Description Schema

Body
payload
required

payload Credential

Responses

HTTP
Code

Description Schema

200 Success BootOrderDetails

201 Created No Content

400 Bad Request No Content

401 Unauthorized No Content

403 Forbidden No Content

404 Not Found No Content
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HTTP
Code

Description Schema

500 Failure No Content

Consumes

• application/json

Produces

• application/json

Example HTTP request

Request path

/api/1.0/server/inventory/boot

Request body

{
  "address" : "string",
  "identifier" : "string",
  "password" : "string",
  "userName" : "string"
}

Example HTTP response

Response 200
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{
  "bootSequenceRetry" : {
    "currentValue" : "string",
    "possibleValues" : [ "string" ]
  },
  "bootSourcesByBootModes" : {
    "bootSourcesByBootMode" : [ {
      "bootMode" : "string",
      "bootSources" : {
        "bootSource" : [ {
          "currentSequence" : "string",
          "enabled" : true,
          "instanceId" : "string",
          "name" : "string",
          "type" : "string"
        } ]
      }
    } ]
  },
  "currentBootMode" : "string",
  "hardDrives" : {
    "hardDrive" : [ {
      "currentSequence" : "string",
      "enabled" : true,
      "instanceId" : "string",
      "name" : "string",
      "type" : "string"
    } ]
  },
  "includeBootOrderInProfile" : true
}

2.1.3. /callback

POST /api/1.0/server/inventory/callback

Description

This operation allows a user to retrieve all the server inventory via the iDRAC using the WSMan
protocol. It uses callback uri to respond once the inventory is collected. Type value : hardware :nics
:software : manager:boot :bios: summary: sellog: lclog

Parameters
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Type Name Description Schema

Body
inventoryCall
backRequest
required

inventoryCallbackRequest
InventoryCallbackRe
quest

Responses

HTTP
Code

Description Schema

200 Success ResponseString

201 Created No Content

400 Bad Request No Content

401 Unauthorized No Content

403 Forbidden No Content

404 Not Found No Content

500 Failure No Content

Consumes

• application/json

Produces

• application/json

Example HTTP request

Request path

/api/1.0/server/inventory/callback

Request body

{
  "callbackGraph" : "string",
  "callbackUri" : "string",
  "credential" : {
    "address" : "string",
    "identifier" : "string",
    "password" : "string",
    "userName" : "string"
  },
  "type" : "string"
}
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Example HTTP response

Response 200

{
  "callbackUri" : "string",
  "response" : "string"
}

2.1.4. /hardware

POST /api/1.0/server/inventory/hardware

Description

This operation allows a user to retrieve the complete server hardware inventory via the iDRAC
using the WSMan protocol.

Parameters

Type Name Description Schema

Body
payload
required

payload Credential

Responses

HTTP
Code

Description Schema

200 Success
ServerHardwareIn
ventory

201 Created No Content

400 Bad Request No Content

401 Unauthorized No Content

403 Forbidden No Content

404 Not Found No Content

500 Failure No Content

Consumes

• application/json

Produces

• application/json
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Example HTTP request

Request path

/api/1.0/server/inventory/hardware

Request body

{
  "address" : "string",
  "identifier" : "string",
  "password" : "string",
  "userName" : "string"
}

Example HTTP response

Response 200

{
  "batteries" : [ {
    "fqdd" : "string",
    "id" : 0,
    "probeName" : "string",
    "state" : "string",
    "status" : "string"
  } ],
  "cpus" : [ {
    "cache1Associativity" : "string",
    "cache1ErrorMethodology" : "string",
    "cache1Level" : "string",
    "cache1Location" : "string",
    "cache1PrimaryStatus" : "string",
    "cache1Size" : "string",
    "cache1SramType" : "string",
    "cache1Type" : "string",
    "cache1WritePolicy" : "string",
    "cache2Associativity" : "string",
    "cache2ErrorMethodology" : "string",
    "cache2Level" : "string",
    "cache2Location" : "string",
    "cache2PrimaryStatus" : "string",
    "cache2Size" : "string",
    "cache2SramType" : "string",
    "cache2Type" : "string",
    "cache2WritePolicy" : "string",
    "cache3Associativity" : "string",
    "cache3ErrorMethodology" : "string",
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    "cache3Level" : "string",
    "cache3Location" : "string",
    "cache3PrimaryStatus" : "string",
    "cache3Size" : "string",
    "cache3SramType" : "string",
    "cache3Type" : "string",
    "cache3WritePolicy" : "string",
    "cpuFamily" : "string",
    "cpuStatus" : "string",
    "currentClockSpeed" : "string",
    "deviceDescription" : "string",
    "executeDisabledCapable" : "string",
    "executeDisabledEnabled" : "string",
    "externalBusClockSpeed" : "string",
    "fqdd" : "string",
    "hyperThreadingCapable" : "string",
    "hyperThreadingEnabled" : "string",
    "id" : 0,
    "manufacturer" : "string",
    "maxClockSpeed" : "string",
    "model" : "string",
    "numberOfEnabledCores" : "string",
    "numberOfProcessorCores" : "string",
    "primaryStatus" : "string",
    "turboModeCapable" : "string",
    "turboModeEnabled" : "string",
    "virtualizationTechnologyCapable" : "string",
    "virtualizationTechnologyEnabled" : "string",
    "voltage" : "string"
  } ],
  "fans" : [ {
    "activeCooling" : "string",
    "currentReading" : "string",
    "deviceDescription" : "string",
    "fqdd" : "string",
    "id" : 0,
    "maxCriticalThreshold" : "string",
    "maxWarningThreshold" : "string",
    "minCriticalThreshold" : "string",
    "minWarningThreshold" : "string",
    "primaryStatus" : "string",
    "pwm" : "string",
    "redundancyStatus" : "string"
  } ],
  "id" : "string",
  "intrusions" : [ {
    "fqdd" : "string",
    "id" : 0,
    "state" : "string",
    "status" : "string"
  } ],
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  "leds" : [ {
    "fqdd" : "string",
    "id" : 0,
    "state" : "string",
    "status" : "string"
  } ],
  "memories" : [ {
    "bankLabel" : "string",
    "currentOperatingSpeed" : "string",
    "deviceDescription" : "string",
    "fqdd" : "string",
    "id" : 0,
    "manufactureDate" : "string",
    "manufacturer" : "string",
    "memoryType" : "string",
    "model" : "string",
    "partNumber" : "string",
    "primaryStatus" : "string",
    "rank" : "string",
    "serialNumber" : "string",
    "size" : 0.0,
    "speed" : 0.0
  } ],
  "nics" : [ {
    "autoNegotiation" : "string",
    "busNumber" : "string",
    "controllerBiosVersion" : "string",
    "currentMACAddress" : "string",
    "dataBusWidth" : "string",
    "deviceDescription" : "string",
    "deviceNumber" : "string",
    "familyDriverVersion" : "string",
    "familyVersion" : "string",
    "fcoEOffloadMode" : "string",
    "fcoEWwnn" : "string",
    "fqdd" : "string",
    "id" : 0,
    "iscsiBootMode" : "string",
    "iscsiInitiatorGateway" : "string",
    "iscsiInitiatorIpAddress" : "string",
    "iscsiInitiatorName" : "string",
    "iscsiInitiatorPrimaryDns" : "string",
    "iscsiInitiatorSecondryDns" : "string",
    "iscsiInitiatorSubnet" : "string",
    "iscsiMacAddress" : "string",
    "iscsiOffloadMode" : "string",
    "iscsiOffloadSupport" : "string",
    "legacyBootProtocol" : "string",
    "linkDuplex" : "string",
    "linkSpeed" : "string",
    "linkStatus" : "string",
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    "macAddress" : "string",
    "maxBandwidth" : "string",
    "mediaType" : "string",
    "minBandwidth" : "string",
    "nicMode" : "string",
    "osDriverState" : "string",
    "pciDeviceID" : "string",
    "pciSubDeviceID" : "string",
    "permanentFcoMacAddress" : "string",
    "permanentMacAddress" : "string",
    "permanentiScsiMacAddress" : "string",
    "productName" : "string",
    "receiveFlowControl" : "string",
    "slotLength" : "string",
    "slotType" : "string",
    "teaming" : "string",
    "toeSupport" : "string",
    "transmitFlowControl" : "string",
    "vendorName" : "string",
    "virtWwn" : "string",
    "virtWwpn" : "string",
    "virtualIscsiMacAddress" : "string",
    "virtualMacAddress" : "string",
    "wwn" : "string",
    "wwpn" : "string"
  } ],
  "notes" : [ {
    "fqdd" : "string",
    "id" : 0,
    "message" : "string"
  } ],
  "powerMonitoring" : {
    "currentReading" : "string",
    "energyConsumption" : "string",
    "energyConsumptionEndDateTime" : "string",
    "energyConsumptionStartDateTime" : "string",
    "failureThreshold" : "string",
    "fqdd" : "string",
    "id" : 0,
    "lastDayPeakAverage" : "string",
    "lastDayPeakMax" : "string",
    "lastDayPeakMaxTime" : "string",
    "lastDayPeakMin" : "string",
    "lastDayPeakMinTime" : "string",
    "lastDayPeakTime" : "string",
    "lastHourPeakAverage" : "string",
    "lastHourPeakMax" : "string",
    "lastHourPeakMaxTime" : "string",
    "lastHourPeakMin" : "string",
    "lastHourPeakMinTime" : "string",
    "lastHourPeakTime" : "string",
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    "lastWeekPeakAverage" : "string",
    "lastWeekPeakMax" : "string",
    "lastWeekPeakMaxTime" : "string",
    "lastWeekPeakMin" : "string",
    "lastWeekPeakMinTime" : "string",
    "lastWeekPeakTime" : "string",
    "peakAmpsEndDateTime" : "string",
    "peakAmpsStartDateTime" : "string",
    "powerCap" : "string",
    "probeName" : "string",
    "profile" : "string",
    "systemInstantaneousHeadroom" : "string",
    "systemPeakAmps" : "string",
    "systemPeakHeadroom" : "string",
    "systemPeakPower" : "string",
    "systemPeakPowerEndDateTime" : "string",
    "systemPeakPowerStartDateTime" : "string",
    "warningThreshold" : "string"
  },
  "powerSupplyUnits" : [ {
    "firmwareVersion" : "string",
    "fqdd" : "string",
    "id" : 0,
    "inputAmps" : "string",
    "inputVoltage" : "string",
    "inputWattage" : "string",
    "manufacturer" : "string",
    "name" : "string",
    "outputWattage" : "string",
    "partNumber" : "string",
    "redundancyStatus" : "string",
    "serialNumber" : "string",
    "status" : "string",
    "type" : "string"
  } ],
  "sdCards" : [ {
    "componentName" : "string",
    "deviceDescription" : "string",
    "fqdd" : "string",
    "id" : 0,
    "initializedState" : "string",
    "instanceID" : "string",
    "licensed" : "string",
    "location" : "string",
    "onlineStatus" : "string",
    "size" : "string",
    "space" : "string",
    "status" : "string",
    "vflashEnabled" : "string",
    "writeProctected" : "string"
  } ],
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  "storage" : {
    "controllers" : [ {
      "batteryState" : "string",
      "batteryStatus" : "string",
      "bgiRate" : "string",
      "bus" : "string",
      "cacheCadeCapability" : "string",
      "cacheSizeInMB" : "string",
      "ccMode" : "string",
      "ccRate" : "string",
      "controllerFirmwareVersion" : "string",
      "copyBackMode" : "string",
      "device" : "string",
      "deviceCardDataBusWidth" : "string",
      "deviceCardManufacturer" : "string",
      "deviceCardSlotLength" : "string",
      "deviceCardSlotType" : "string",
      "deviceDescription" : "string",
      "driverVersion" : "string",
      "encryptionCapability" : "string",
      "encryptionMode" : "string",
      "fQDD" : "string",
      "function" : "string",
      "id" : 0,
      "instanceID" : "string",
      "keyID" : "string",
      "lastSystemInventoryTime" : "string",
      "lastUpdateTime" : "string",
      "maxAvailablePciLinkSpeed" : "string",
      "maxPossiblePciLinkSpeed" : "string",
      "patrolReadMode" : "string",
      "patrolReadState" : "string",
      "pcideviceID" : "string",
      "pcislot" : "string",
      "pcisubDeviceID" : "string",
      "pcisubVendorID" : "string",
      "pcivendorID" : "string",
      "possibleSpeed" : "string",
      "preservedCache" : "string",
      "primaryStatus" : "string",
      "productName" : "string",
      "realtimeCapability" : "string",
      "rebuildRate" : "string",
      "rollUpStatus" : "string",
      "sasaddress" : "string",
      "securityStatus" : "string",
      "slicedVDCapability" : "string",
      "supportControllerBootMode" : "string",
      "supportEnhancedAutoForeignImport" : "string",
      "supportRaid10UnevenSpans" : "string",
      "t10piCapability" : "string"
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    } ],
    "enclosures" : [ {
      "assetTag" : "string",
      "connector" : "string",
      "deviceDescription" : "string",
      "emmCount" : 0,
      "fanCount" : 0,
      "fqdd" : "string",
      "id" : 0,
      "instanceId" : "string",
      "lastSystemInventoryTime" : "string",
      "lastUpdateTime" : "string",
      "primaryStatus" : "string",
      "productName" : "string",
      "psuCount" : 0,
      "rollupStatus" : "string",
      "serviceTag" : "string",
      "slotCount" : 0,
      "state" : "string",
      "tempProbeCount" : 0,
      "version" : "string",
      "wiredOrder" : "string"
    } ],
    "physicalDisks" : [ {
      "blockSizeInBytes" : "string",
      "busProtocol" : "string",
      "connector" : "string",
      "deviceDescription" : "string",
      "driveFormFactor" : "string",
      "fqdd" : "string",
      "freeSizeInBytes" : "string",
      "hotSpareStatus" : "string",
      "instanceID" : "string",
      "lastSystemInventoryTime" : "string",
      "lastUpdateTime" : "string",
      "manufacturer" : "string",
      "manufacturingDay" : "string",
      "manufacturingWeek" : "string",
      "manufacturingYear" : "string",
      "maxCapableSpeed" : "string",
      "mediaType" : "string",
      "model" : "string",
      "operationName" : "string",
      "operationPercentComplete" : "string",
      "ppid" : "string",
      "predictiveFailureState" : "string",
      "primaryStatus" : "string",
      "raidStatus" : "string",
      "remainingRatedWriteEndurance" : "string",
      "revision" : "string",
      "rollupStatus" : "string",

21



      "sasaddress" : "string",
      "securityState" : "string",
      "serialNumber" : "string",
      "sizeInBytes" : "string",
      "slot" : "string",
      "supportedEncryptionTypes" : "string",
      "t10PICapability" : "string",
      "usedSizeInBytes" : "string"
    } ],
    "virtualDisks" : [ {
      "blockSizeInBytes" : "string",
      "busProtocol" : "string",
      "cacheCade" : "string",
      "deviceDescription" : "string",
      "diskCachePolicy" : "string",
      "fqdd" : "string",
      "id" : 0,
      "instanceId" : "string",
      "lastSystemInventoryTime" : "string",
      "lastUpdateTime" : "string",
      "lockStatus" : "string",
      "mediaType" : "string",
      "name" : "string",
      "objectStatus" : "string",
      "operationName" : "string",
      "operationPercentComplete" : "string",
      "pendingOperations" : "string",
      "physicalDiskIds" : [ "string" ],
      "primaryStatus" : "string",
      "raidStatus" : "string",
      "raidTypes" : "string",
      "readCachePolicy" : "string",
      "remainingRedundancy" : "string",
      "rollupStatus" : "string",
      "sizeInBytes" : "string",
      "spanDepth" : "string",
      "spanLength" : "string",
      "startingLbaInBlocks" : "string",
      "stripeSize" : "string",
      "t10piStatus" : "string",
      "virtualDiskTargetId" : "string",
      "writeCachePolicy" : "string"
    } ]
  },
  "system" : {
    "activePowerPolicy" : "string",
    "assetTag" : "string",
    "baseBoardChassisSlot" : "string",
    "batteryRollupStatus" : "string",
    "biosReleaseDate" : "string",
    "biosVersionString" : "string",
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    "bladeGeometry" : "string",
    "boardPartNumber" : "string",
    "boardSerialNumber" : "string",
    "caption" : "string",
    "chassisModel" : "string",
    "chassisName" : "string",
    "chassisServiceTag" : "string",
    "chassisSystemHeight" : "string",
    "cmcip" : "string",
    "cpldVersion" : "string",
    "cpuRollupStatus" : "string",
    "currentRollupStatus" : "string",
    "deviceDescription" : "string",
    "elementName" : "string",
    "estimatedExhaustTemperature" : "string",
    "estimatedSystemAirflow" : "string",
    "expressServiceCode" : "string",
    "fanRollupStatus" : "string",
    "fqdd" : "string",
    "generation" : "string",
    "hostName" : "string",
    "id" : "string",
    "idsdmRollupStatus" : "string",
    "instanceID" : "string",
    "intrusionRollupStatus" : "string",
    "lastSystemInventoryTime" : "string",
    "lastUpdateTime" : "string",
    "licensingRollupStatus" : "string",
    "lifecycleControllerVersion" : "string",
    "manufacturer" : "string",
    "maxCpuSockets" : "string",
    "maxDimmSlots" : "string",
    "maxPcieSlots" : "string",
    "memoryOperationMode" : "string",
    "memoryRollupStatus" : "string",
    "model" : "string",
    "nodeId" : "string",
    "platformGuid" : "string",
    "populatedCpuSockets" : "string",
    "populatedDimmSlots" : "string",
    "populatedPcieSlots" : "string",
    "powerCap" : "string",
    "powerCapEnabledState" : "string",
    "powerState" : "string",
    "primaryStatus" : "string",
    "psRollupStatus" : "string",
    "rollupStatus" : "string",
    "sdCardRollupStatus" : "string",
    "serverAllocation" : "string",
    "serviceTag" : "string",
    "smbiosGUID" : "string",
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    "storageRollupStatus" : "string",
    "sysMemErrorInfo" : "string",
    "sysMemErrorMethodology" : "string",
    "sysMemFailOverState" : "string",
    "sysMemLocation" : "string",
    "sysMemMaxCapacitySize" : "string",
    "sysMemPrimaryStatus" : "string",
    "sysMemTotalSize" : 0.0,
    "systemGeneration" : "string",
    "systemID" : "string",
    "systemRevision" : "string",
    "tempRollupStatus" : "string",
    "tempStatisticsRollupStatus" : "string",
    "uuid" : "string",
    "voltRollupStatus" : "string"
  },
  "temperatures" : [ {
    "fqdd" : "string",
    "id" : 0,
    "max" : "string",
    "maxCriticalThreshold" : "string",
    "maxWarningThreshold" : "string",
    "min" : "string",
    "minCriticalThreshold" : "string",
    "minWarningThreshold" : "string",
    "peak" : "string",
    "probeName" : "string",
    "reading" : "string",
    "status" : "string"
  } ],
  "voltages" : [ {
    "fqdd" : "string",
    "id" : 0,
    "max" : "string",
    "min" : "string",
    "peak" : "string",
    "probeName" : "string",
    "reading" : "string",
    "status" : "string"
  } ]
}

2.1.5. /manager

POST /api/1.0/server/inventory/manager

Description

This operation allows a user to retrieve the complete iDRAC information like
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DCIM_IDRACCardView, DCIM_iDRACCardString and DCIM_iDRACCardEnumeration via the iDRAC
using the WSMan protocol.

Parameters

Type Name Description Schema

Body
payload
required

payload Credential

Responses

HTTP
Code

Description Schema

200 Success ManagerResponse

201 Created No Content

400 Bad Request No Content

401 Unauthorized No Content

403 Forbidden No Content

404 Not Found No Content

500 Failure No Content

Consumes

• application/json

Produces

• application/json

Example HTTP request

Request path

/api/1.0/server/inventory/manager

Request body

{
  "address" : "string",
  "identifier" : "string",
  "password" : "string",
  "userName" : "string"
}
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Example HTTP response

Response 200

{
  "DCIM_IDRACCardView" : {
    "DNSDomainName" : "string",
    "DNSRacName" : "string",
    "DeviceDescription" : "string",
    "FQDD" : "string",
    "FirmwareVersion" : "string",
    "GUID" : "string",
    "IPMIVersion" : "string",
    "InstanceID" : "string",
    "LANEnabledState" : "string",
    "LastSystemInventoryTime" : "string",
    "LastUpdateTime" : "string",
    "Model" : "string",
    "PermanentMACAddress" : "string",
    "ProductDescription" : "string",
    "SOLEnabledState" : "string",
    "URLString" : "string"
  },
  "DCIM_iDRACCardEnumeration" : [ {
    "AttributeDisplayName" : "string",
    "AttributeName" : "string",
    "CurrentValue" : "string",
    "DefaultValue" : "string",
    "Dependency" : "string",
    "DisplayOrder" : "string",
    "FQDD" : "string",
    "GroupDisplayName" : "string",
    "GroupID" : "string",
    "InstanceID" : "string",
    "IsReadOnly" : "string",
    "PendingValue" : "string",
    "PossibleValues" : [ "string" ]
  } ],
  "DCIM_iDRACCardString" : [ {
    "AttributeDisplayName" : "string",
    "AttributeName" : "string",
    "CurrentValue" : "string",
    "DefaultValue" : "string",
    "Dependency" : "string",
    "DisplayOrder" : "string",
    "FQDD" : "string",
    "GroupDisplayName" : "string",
    "GroupID" : "string",
    "InstanceID" : "string",
    "IsReadOnly" : "string",
    "MaxLength" : "string",
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    "MinLength" : "string",
    "PendingValue" : "string"
  } ]
}

2.1.6. /nics

POST /api/1.0/server/inventory/nics

Description

This operation allows a user to retrieve the complete server NIC information via the iDRAC using
the WSMan protocol.

Parameters

Type Name Description Schema

Body
payload
required

payload Credential

Responses

HTTP
Code

Description Schema

200 Success < HwNic > array

201 Created No Content

400 Bad Request No Content

401 Unauthorized No Content

403 Forbidden No Content

404 Not Found No Content

500 Failure No Content

Consumes

• application/json

Produces

• application/json

Example HTTP request

Request path

/api/1.0/server/inventory/nics
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Request body

{
  "address" : "string",
  "identifier" : "string",
  "password" : "string",
  "userName" : "string"
}

Example HTTP response

Response 200

[ {
  "autoNegotiation" : "string",
  "busNumber" : "string",
  "controllerBiosVersion" : "string",
  "currentMACAddress" : "string",
  "dataBusWidth" : "string",
  "deviceDescription" : "string",
  "deviceNumber" : "string",
  "familyDriverVersion" : "string",
  "familyVersion" : "string",
  "fcoEOffloadMode" : "string",
  "fcoEWwnn" : "string",
  "fqdd" : "string",
  "id" : 0,
  "iscsiBootMode" : "string",
  "iscsiInitiatorGateway" : "string",
  "iscsiInitiatorIpAddress" : "string",
  "iscsiInitiatorName" : "string",
  "iscsiInitiatorPrimaryDns" : "string",
  "iscsiInitiatorSecondryDns" : "string",
  "iscsiInitiatorSubnet" : "string",
  "iscsiMacAddress" : "string",
  "iscsiOffloadMode" : "string",
  "iscsiOffloadSupport" : "string",
  "legacyBootProtocol" : "string",
  "linkDuplex" : "string",
  "linkSpeed" : "string",
  "linkStatus" : "string",
  "macAddress" : "string",
  "maxBandwidth" : "string",
  "mediaType" : "string",
  "minBandwidth" : "string",
  "nicMode" : "string",
  "osDriverState" : "string",
  "pciDeviceID" : "string",
  "pciSubDeviceID" : "string",
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  "permanentFcoMacAddress" : "string",
  "permanentMacAddress" : "string",
  "permanentiScsiMacAddress" : "string",
  "productName" : "string",
  "receiveFlowControl" : "string",
  "slotLength" : "string",
  "slotType" : "string",
  "teaming" : "string",
  "toeSupport" : "string",
  "transmitFlowControl" : "string",
  "vendorName" : "string",
  "virtWwn" : "string",
  "virtWwpn" : "string",
  "virtualIscsiMacAddress" : "string",
  "virtualMacAddress" : "string",
  "wwn" : "string",
  "wwpn" : "string"
} ]

2.1.7. /software

POST /api/1.0/server/inventory/software

Description

This operation allows a user to retrieve the complete server software inventory via the iDRAC using
the WSMan protocol.

Parameters

Type Name Description Schema

Body
payload
required

payload Credential

Responses

HTTP
Code

Description Schema

200 Success
<
DCIMSoftwareIde
ntityType > array

201 Created No Content

400 Bad Request No Content

401 Unauthorized No Content

403 Forbidden No Content

404 Not Found No Content
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HTTP
Code

Description Schema

500 Failure No Content

Consumes

• application/json

Produces

• application/json

Example HTTP request

Request path

/api/1.0/server/inventory/software

Request body

{
  "address" : "string",
  "identifier" : "string",
  "password" : "string",
  "userName" : "string"
}

Example HTTP response

Response 200

[ {
  "any" : [ "object" ],
  "buildNumber" : {
    "otherAttributes" : {
      "string" : "string"
    },
    "value" : 0
  },
  "caption" : {
    "otherAttributes" : {
      "string" : "string"
    },
    "value" : "string"
  },
  "classificationDescriptions" : [ {
    "otherAttributes" : {
      "string" : "string"
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    },
    "value" : "string"
  } ],
  "classifications" : [ {
    "otherAttributes" : {
      "string" : "string"
    },
    "value" : "object"
  } ],
  "communicationStatus" : {
    "otherAttributes" : {
      "string" : "string"
    },
    "value" : "object"
  },
  "componentID" : {
    "otherAttributes" : {
      "string" : "string"
    },
    "value" : "string"
  },
  "componentType" : {
    "otherAttributes" : {
      "string" : "string"
    },
    "value" : "string"
  },
  "description" : {
    "otherAttributes" : {
      "string" : "string"
    },
    "value" : "string"
  },
  "detailedStatus" : {
    "otherAttributes" : {
      "string" : "string"
    },
    "value" : "object"
  },
  "deviceID" : {
    "otherAttributes" : {
      "string" : "string"
    },
    "value" : "string"
  },
  "elementName" : {
    "otherAttributes" : {
      "string" : "string"
    },
    "value" : "string"
  },
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  "extendedResourceType" : {
    "otherAttributes" : {
      "string" : "string"
    },
    "value" : "object"
  },
  "generation" : {
    "otherAttributes" : {
      "string" : "string"
    },
    "value" : 0
  },
  "healthState" : {
    "otherAttributes" : {
      "string" : "string"
    },
    "value" : "object"
  },
  "identityInfoType" : [ {
    "otherAttributes" : {
      "string" : "string"
    },
    "value" : "string"
  } ],
  "identityInfoValue" : [ {
    "otherAttributes" : {
      "string" : "string"
    },
    "value" : "string"
  } ],
  "impactsTPMmeasurements" : {
    "otherAttributes" : {
      "string" : "string"
    },
    "value" : true
  },
  "installDate" : {
    "cimdateTime" : {
      "globalScope" : true,
      "name" : {
        "localPart" : "string",
        "namespaceURI" : "string",
        "prefix" : "string"
      },
      "nil" : true,
      "typeSubstituted" : true,
      "value" : "string"
    },
    "date" : {
      "day" : 0,
      "eon" : 0,
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      "eonAndYear" : 0,
      "fractionalSecond" : 0.0,
      "hour" : 0,
      "millisecond" : 0,
      "minute" : 0,
      "month" : 0,
      "second" : 0,
      "timezone" : 0,
      "valid" : true,
      "xmlschemaType" : {
        "localPart" : "string",
        "namespaceURI" : "string",
        "prefix" : "string"
      },
      "year" : 0
    },
    "datetime" : {
      "day" : 0,
      "eon" : 0,
      "eonAndYear" : 0,
      "fractionalSecond" : 0.0,
      "hour" : 0,
      "millisecond" : 0,
      "minute" : 0,
      "month" : 0,
      "second" : 0,
      "timezone" : 0,
      "valid" : true,
      "xmlschemaType" : {
        "localPart" : "string",
        "namespaceURI" : "string",
        "prefix" : "string"
      },
      "year" : 0
    },
    "interval" : {
      "days" : 0,
      "hours" : 0,
      "minutes" : 0,
      "months" : 0,
      "seconds" : 0,
      "sign" : 0,
      "xmlschemaType" : {
        "localPart" : "string",
        "namespaceURI" : "string",
        "prefix" : "string"
      },
      "years" : 0
    },
    "otherAttributes" : {
      "string" : "string"
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    },
    "time" : {
      "day" : 0,
      "eon" : 0,
      "eonAndYear" : 0,
      "fractionalSecond" : 0.0,
      "hour" : 0,
      "millisecond" : 0,
      "minute" : 0,
      "month" : 0,
      "second" : 0,
      "timezone" : 0,
      "valid" : true,
      "xmlschemaType" : {
        "localPart" : "string",
        "namespaceURI" : "string",
        "prefix" : "string"
      },
      "year" : 0
    }
  },
  "installationDate" : {
    "otherAttributes" : {
      "string" : "string"
    },
    "value" : "string"
  },
  "instanceID" : {
    "otherAttributes" : {
      "string" : "string"
    },
    "value" : "string"
  },
  "isEntity" : {
    "otherAttributes" : {
      "string" : "string"
    },
    "value" : true
  },
  "isLargeBuildNumber" : {
    "otherAttributes" : {
      "string" : "string"
    },
    "value" : true
  },
  "languages" : [ {
    "otherAttributes" : {
      "string" : "string"
    },
    "value" : "string"
  } ],
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  "largeBuildNumber" : {
    "otherAttributes" : {
      "string" : "string"
    },
    "value" : 0
  },
  "majorVersion" : {
    "otherAttributes" : {
      "string" : "string"
    },
    "value" : 0
  },
  "manufacturer" : {
    "otherAttributes" : {
      "string" : "string"
    },
    "value" : "string"
  },
  "minExtendedResourceTypeBuildNumber" : {
    "otherAttributes" : {
      "string" : "string"
    },
    "value" : 0
  },
  "minExtendedResourceTypeMajorVersion" : {
    "otherAttributes" : {
      "string" : "string"
    },
    "value" : 0
  },
  "minExtendedResourceTypeMinorVersion" : {
    "otherAttributes" : {
      "string" : "string"
    },
    "value" : 0
  },
  "minExtendedResourceTypeRevisionNumber" : {
    "otherAttributes" : {
      "string" : "string"
    },
    "value" : 0
  },
  "minorVersion" : {
    "otherAttributes" : {
      "string" : "string"
    },
    "value" : 0
  },
  "name" : {
    "otherAttributes" : {
      "string" : "string"
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    },
    "value" : "string"
  },
  "operatingStatus" : {
    "otherAttributes" : {
      "string" : "string"
    },
    "value" : "object"
  },
  "operationalStatus" : [ {
    "otherAttributes" : {
      "string" : "string"
    },
    "value" : "object"
  } ],
  "otherAttributes" : {
    "string" : "string"
  },
  "otherExtendedResourceTypeDescription" : {
    "otherAttributes" : {
      "string" : "string"
    },
    "value" : "string"
  },
  "primaryStatus" : {
    "otherAttributes" : {
      "string" : "string"
    },
    "value" : "object"
  },
  "releaseDate" : {
    "cimdateTime" : {
      "globalScope" : true,
      "name" : {
        "localPart" : "string",
        "namespaceURI" : "string",
        "prefix" : "string"
      },
      "nil" : true,
      "typeSubstituted" : true,
      "value" : "string"
    },
    "date" : {
      "day" : 0,
      "eon" : 0,
      "eonAndYear" : 0,
      "fractionalSecond" : 0.0,
      "hour" : 0,
      "millisecond" : 0,
      "minute" : 0,
      "month" : 0,
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      "second" : 0,
      "timezone" : 0,
      "valid" : true,
      "xmlschemaType" : {
        "localPart" : "string",
        "namespaceURI" : "string",
        "prefix" : "string"
      },
      "year" : 0
    },
    "datetime" : {
      "day" : 0,
      "eon" : 0,
      "eonAndYear" : 0,
      "fractionalSecond" : 0.0,
      "hour" : 0,
      "millisecond" : 0,
      "minute" : 0,
      "month" : 0,
      "second" : 0,
      "timezone" : 0,
      "valid" : true,
      "xmlschemaType" : {
        "localPart" : "string",
        "namespaceURI" : "string",
        "prefix" : "string"
      },
      "year" : 0
    },
    "interval" : {
      "days" : 0,
      "hours" : 0,
      "minutes" : 0,
      "months" : 0,
      "seconds" : 0,
      "sign" : 0,
      "xmlschemaType" : {
        "localPart" : "string",
        "namespaceURI" : "string",
        "prefix" : "string"
      },
      "years" : 0
    },
    "otherAttributes" : {
      "string" : "string"
    },
    "time" : {
      "day" : 0,
      "eon" : 0,
      "eonAndYear" : 0,
      "fractionalSecond" : 0.0,
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      "hour" : 0,
      "millisecond" : 0,
      "minute" : 0,
      "month" : 0,
      "second" : 0,
      "timezone" : 0,
      "valid" : true,
      "xmlschemaType" : {
        "localPart" : "string",
        "namespaceURI" : "string",
        "prefix" : "string"
      },
      "year" : 0
    }
  },
  "revisionNumber" : {
    "otherAttributes" : {
      "string" : "string"
    },
    "value" : 0
  },
  "revisionString" : {
    "otherAttributes" : {
      "string" : "string"
    },
    "value" : "string"
  },
  "serialNumber" : {
    "otherAttributes" : {
      "string" : "string"
    },
    "value" : "string"
  },
  "status" : {
    "otherAttributes" : {
      "string" : "string"
    },
    "value" : "string"
  },
  "statusDescriptions" : [ {
    "otherAttributes" : {
      "string" : "string"
    },
    "value" : "string"
  } ],
  "subDeviceID" : {
    "otherAttributes" : {
      "string" : "string"
    },
    "value" : "string"
  },
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  "subVendorID" : {
    "otherAttributes" : {
      "string" : "string"
    },
    "value" : "string"
  },
  "targetOSTypes" : [ {
    "otherAttributes" : {
      "string" : "string"
    },
    "value" : 0
  } ],
  "targetOperatingSystems" : [ {
    "otherAttributes" : {
      "string" : "string"
    },
    "value" : "string"
  } ],
  "targetTypes" : [ {
    "otherAttributes" : {
      "string" : "string"
    },
    "value" : "string"
  } ],
  "vendorID" : {
    "otherAttributes" : {
      "string" : "string"
    },
    "value" : "string"
  },
  "versionString" : {
    "otherAttributes" : {
      "string" : "string"
    },
    "value" : "string"
  }
} ]

2.1.8. /summary

POST /api/1.0/server/inventory/summary

Description

This operation allows a a user to retrieve the server system information (System View) via the
iDRAC using the WSMan protocol.
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Parameters

Type Name Description Schema

Body
payload
required

payload Credential

Responses

HTTP
Code

Description Schema

200 Success HwSystem

201 Created No Content

400 Bad Request No Content

401 Unauthorized No Content

403 Forbidden No Content

404 Not Found No Content

500 Failure No Content

Consumes

• application/json

Produces

• application/json

Example HTTP request

Request path

/api/1.0/server/inventory/summary

Request body

{
  "address" : "string",
  "identifier" : "string",
  "password" : "string",
  "userName" : "string"
}

Example HTTP response

Response 200

{
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  "activePowerPolicy" : "string",
  "assetTag" : "string",
  "baseBoardChassisSlot" : "string",
  "batteryRollupStatus" : "string",
  "biosReleaseDate" : "string",
  "biosVersionString" : "string",
  "bladeGeometry" : "string",
  "boardPartNumber" : "string",
  "boardSerialNumber" : "string",
  "caption" : "string",
  "chassisModel" : "string",
  "chassisName" : "string",
  "chassisServiceTag" : "string",
  "chassisSystemHeight" : "string",
  "cmcip" : "string",
  "cpldVersion" : "string",
  "cpuRollupStatus" : "string",
  "currentRollupStatus" : "string",
  "deviceDescription" : "string",
  "elementName" : "string",
  "estimatedExhaustTemperature" : "string",
  "estimatedSystemAirflow" : "string",
  "expressServiceCode" : "string",
  "fanRollupStatus" : "string",
  "fqdd" : "string",
  "generation" : "string",
  "hostName" : "string",
  "id" : "string",
  "idsdmRollupStatus" : "string",
  "instanceID" : "string",
  "intrusionRollupStatus" : "string",
  "lastSystemInventoryTime" : "string",
  "lastUpdateTime" : "string",
  "licensingRollupStatus" : "string",
  "lifecycleControllerVersion" : "string",
  "manufacturer" : "string",
  "maxCpuSockets" : "string",
  "maxDimmSlots" : "string",
  "maxPcieSlots" : "string",
  "memoryOperationMode" : "string",
  "memoryRollupStatus" : "string",
  "model" : "string",
  "nodeId" : "string",
  "platformGuid" : "string",
  "populatedCpuSockets" : "string",
  "populatedDimmSlots" : "string",
  "populatedPcieSlots" : "string",
  "powerCap" : "string",
  "powerCapEnabledState" : "string",
  "powerState" : "string",
  "primaryStatus" : "string",
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  "psRollupStatus" : "string",
  "rollupStatus" : "string",
  "sdCardRollupStatus" : "string",
  "serverAllocation" : "string",
  "serviceTag" : "string",
  "smbiosGUID" : "string",
  "storageRollupStatus" : "string",
  "sysMemErrorInfo" : "string",
  "sysMemErrorMethodology" : "string",
  "sysMemFailOverState" : "string",
  "sysMemLocation" : "string",
  "sysMemMaxCapacitySize" : "string",
  "sysMemPrimaryStatus" : "string",
  "sysMemTotalSize" : 0.0,
  "systemGeneration" : "string",
  "systemID" : "string",
  "systemRevision" : "string",
  "tempRollupStatus" : "string",
  "tempStatisticsRollupStatus" : "string",
  "uuid" : "string",
  "voltRollupStatus" : "string"
}

2.2. Server-log-controller
Server Log Controller

2.2.1. /get/{type}

POST /api/1.0/server/inventory/logs/get/{type}

Description

This operation allows a user to retrieve the SEL or LC logs from the server via the iDRAC using the
WSMan protocol. Type - LC or SEL.

Parameters

Type Name Description Schema

Path
type
required

type string

Body
payload
required

payload Credential

Responses
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HTTP
Code

Description Schema

200 Success
< LCLogResponse
> array

201 Created No Content

401 Unauthorized No Content

403 Forbidden No Content

404 Not Found No Content

500 Failure No Content

Consumes

• application/json

Produces

• application/json

Example HTTP request

Request path

/api/1.0/server/inventory/logs/get/string

Request body

{
  "address" : "string",
  "identifier" : "string",
  "password" : "string",
  "userName" : "string"
}

Example HTTP response

Response 200
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[ {
  "agentID" : "string",
  "category" : "string",
  "comment" : "string",
  "configResultsAvailable" : "string",
  "creationTimeStamp" : "string",
  "elementName" : "string",
  "fqdd" : "string",
  "instanceID" : "string",
  "logInstanceID" : "string",
  "logName" : "string",
  "message" : "string",
  "messageArguments" : [ "string" ],
  "messageID" : "string",
  "owningEntity" : "string",
  "perceivedSeverity" : "string",
  "rawEventData" : "string",
  "recordID" : "string",
  "sequenceNumber" : "string"
} ]

3. Definitions

3.1. BootOrderDetails

Name Description Schema

bootSequence
Retry
optional

Example : "BootSequenceRetry" BootSequenceRetry

bootSourcesB
yBootModes
optional

Example : "BootSourcesByBootModes"
BootSourcesByBoot
Modes

currentBootM
ode
optional

Example : "string" string

hardDrives
optional

Example : "HardDrives" HardDrives

includeBootOr
derInProfile
optional

Example : true boolean

3.2. BootSequenceRetry
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Name Description Schema

currentValue
optional

Example : "string" string

possibleValue
s
optional

Example : [ "string" ] < string > array

3.3. BootSources

Name Description Schema

bootSource
optional

Example : [ "BootSourcesType" ]
< BootSourcesType >
array

3.4. BootSourcesByBootMode

Name Description Schema

bootMode
optional

Example : "string" string

bootSources
optional

Example : "BootSources" BootSources

3.5. BootSourcesByBootModes

Name Description Schema

bootSourcesB
yBootMode
optional

Example : [ "BootSourcesByBootMode" ]
<
BootSourcesByBoot
Mode > array

3.6. BootSourcesType

Name Description Schema

currentSeque
nce
optional

Example : "string" string

enabled
optional

Example : true boolean

instanceId
optional

Example : "string" string

name
optional

Example : "string" string

type
optional

Example : "string" string
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3.7. Caption

Name Description Schema

otherAttribut
es
optional

Example : { "string" : "string" } < string, string > map

value
optional

Example : "string" string

3.8. CimBoolean

Name Description Schema

otherAttribut
es
optional

Example : { "string" : "string" } < string, string > map

value
optional

Example : true boolean

3.9. CimDateTime

Name Description Schema

cimdateTime
optional

Example : "JAXBElement«string»" JAXBElement«string
»

date
optional

Example : "XMLGregorianCalendar"
XMLGregorianCalen
dar

datetime
optional

Example : "XMLGregorianCalendar"
XMLGregorianCalen
dar

interval
optional

Example : "Duration" Duration

otherAttribut
es
optional

Example : { "string" : "string" } < string, string > map

time
optional

Example : "XMLGregorianCalendar"
XMLGregorianCalen
dar

3.10. CimInt

Name Description Schema

otherAttribut
es
optional

Example : { "string" : "string" } < string, string > map

value
optional

Example : 0 integer (int32)
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3.11. CimString

Name Description Schema

otherAttribut
es
optional

Example : { "string" : "string" } < string, string > map

value
optional

Example : "string" string

3.12. CimUnsignedInt

Name Description Schema

otherAttribut
es
optional

Example : { "string" : "string" } < string, string > map

value
optional

Example : 0 integer (int64)

3.13. CimUnsignedLong

Name Description Schema

otherAttribut
es
optional

Example : { "string" : "string" } < string, string > map

value
optional

Example : 0 integer (int64)

3.14. CimUnsignedShort

Name Description Schema

otherAttribut
es
optional

Example : { "string" : "string" } < string, string > map

value
optional

Example : 0 integer (int32)

3.15. Classifications

Name Description Schema

otherAttribut
es
optional

Example : { "string" : "string" } < string, string > map
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Name Description Schema

value
optional

Example : "object" object

3.16. CommunicationStatus

Name Description Schema

otherAttribut
es
optional

Example : { "string" : "string" } < string, string > map

value
optional

Example : "object" object

3.17. Credential
Device access credential.

Name Description Schema

address
required

IP Address
Example : "string"

string

identifier
optional

Service identifier like service tag … etc
Example : "string"

string

password
required

Password.
Example : "string"

string

userName
required

Username.
Example : "string"

string

3.18. DCIMBIOSConfig

Name Description Schema

dcimBIOSEnu
merationType
List
optional

Example : [ "DCIMBIOSEnumerationType" ]
<
DCIMBIOSEnumerati
onType > array

dcimBIOSInte
gerType
optional

Example : [ "DCIMBIOSIntegerType" ]
<
DCIMBIOSIntegerTy
pe > array

dcimbiosstrin
gType
optional

Example : [ "DCIMBIOSStringType" ]
<
DCIMBIOSStringTyp
e > array

3.19. DCIMBIOSEnumerationType
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Name Description Schema

any
optional

Example : [ "object" ] < object > array

attributeDispl
ayName
optional

Example : "CimString" CimString

attributeNam
e
optional

Example : "CimString" CimString

caption
optional

Example : "Caption" Caption

currentValue
optional

Example : [ "CimString" ] < CimString > array

defaultValue
optional

Example : [ "CimString" ] < CimString > array

dependency
optional

Example : "CimString" CimString

description
optional

Example : "CimString" CimString

displayOrder
optional

Example : "CimInt" CimInt

elementName
optional

Example : "CimString" CimString

fqdd
optional

Example : "CimString" CimString

generation
optional

Example : "CimUnsignedLong" CimUnsignedLong

groupDisplay
Name
optional

Example : "CimString" CimString

groupID
optional

Example : "CimString" CimString

instanceID
optional

Example : "CimString" CimString

isOrderedList
optional

Example : "CimBoolean" CimBoolean

isReadOnly
optional

Example : "CimString" CimString

otherAttribut
es
optional

Example : { "string" : "string" } < string, string > map

pendingValue
optional

Example : [ "CimString" ] < CimString > array
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Name Description Schema

possibleValue
s
optional

Example : [ "CimString" ] < CimString > array

possibleValue
sDescription
optional

Example : [ "CimString" ] < CimString > array

3.20. DCIMBIOSIntegerType

Name Description Schema

any
optional

Example : [ "object" ] < object > array

attributeDispl
ayName
optional

Example : "CimString" CimString

attributeNam
e
optional

Example : "CimString" CimString

caption
optional

Example : "Caption" Caption

currentValue
optional

Example : [ "CimString" ] < CimString > array

defaultValue
optional

Example : [ "CimString" ] < CimString > array

dependency
optional

Example : "CimString" CimString

description
optional

Example : "CimString" CimString

displayOrder
optional

Example : "CimInt" CimInt

elementName
optional

Example : "CimString" CimString

fqdd
optional

Example : "CimString" CimString

generation
optional

Example : "CimUnsignedLong" CimUnsignedLong

groupDisplay
Name
optional

Example : "CimString" CimString

groupID
optional

Example : "CimString" CimString

instanceID
optional

Example : "CimString" CimString
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Name Description Schema

isOrderedList
optional

Example : "CimBoolean" CimBoolean

isReadOnly
optional

Example : "CimString" CimString

lowerBound
optional

Example : "CimUnsignedLong" CimUnsignedLong

otherAttribut
es
optional

Example : { "string" : "string" } < string, string > map

pendingValue
optional

Example : [ "CimString" ] < CimString > array

programmatic
Unit
optional

Example : "CimString" CimString

scalarIncreme
nt
optional

Example : "CimUnsignedInt" CimUnsignedInt

upperBound
optional

Example : "CimUnsignedLong" CimUnsignedLong

3.21. DCIMBIOSStringType

Name Description Schema

any
optional

Example : [ "object" ] < object > array

attributeDispl
ayName
optional

Example : "CimString" CimString

attributeNam
e
optional

Example : "CimString" CimString

caption
optional

Example : "Caption" Caption

currentValue
optional

Example : [ "CimString" ] < CimString > array

defaultValue
optional

Example : [ "CimString" ] < CimString > array

dependency
optional

Example : "CimString" CimString

description
optional

Example : "CimString" CimString

displayOrder
optional

Example : "CimInt" CimInt
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Name Description Schema

elementName
optional

Example : "CimString" CimString

fqdd
optional

Example : "CimString" CimString

generation
optional

Example : "CimUnsignedLong" CimUnsignedLong

groupDisplay
Name
optional

Example : "CimString" CimString

groupID
optional

Example : "CimString" CimString

instanceID
optional

Example : "CimString" CimString

isOrderedList
optional

Example : "CimBoolean" CimBoolean

isReadOnly
optional

Example : "CimString" CimString

maxLength
optional

Example : "CimUnsignedLong" CimUnsignedLong

minLength
optional

Example : "CimUnsignedLong" CimUnsignedLong

otherAttribut
es
optional

Example : { "string" : "string" } < string, string > map

pendingValue
optional

Example : [ "CimString" ] < CimString > array

stringType
optional

Example : "StringType" StringType

valueExpressi
on
optional

Example : "CimString" CimString

3.22. DCIMIDRACCardEnumeration

Name Description Schema

AttributeDispl
ayName
optional

Example : "string" string

AttributeNam
e
optional

Example : "string" string

CurrentValue
optional

Example : "string" string
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Name Description Schema

DefaultValue
optional

Example : "string" string

Dependency
optional

Example : "string" string

DisplayOrder
optional

Example : "string" string

FQDD
optional

Example : "string" string

GroupDisplay
Name
optional

Example : "string" string

GroupID
optional

Example : "string" string

InstanceID
optional

Example : "string" string

IsReadOnly
optional

Example : "string" string

PendingValue
optional

Example : "string" string

PossibleValue
s
optional

Example : [ "string" ] < string > array

3.23. DCIMIDRACCardString

Name Description Schema

AttributeDispl
ayName
optional

Example : "string" string

AttributeNam
e
optional

Example : "string" string

CurrentValue
optional

Example : "string" string

DefaultValue
optional

Example : "string" string

Dependency
optional

Example : "string" string

DisplayOrder
optional

Example : "string" string

FQDD
optional

Example : "string" string
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Name Description Schema

GroupDisplay
Name
optional

Example : "string" string

GroupID
optional

Example : "string" string

InstanceID
optional

Example : "string" string

IsReadOnly
optional

Example : "string" string

MaxLength
optional

Example : "string" string

MinLength
optional

Example : "string" string

PendingValue
optional

Example : "string" string

3.24. DCIMIDRACCardView

Name Description Schema

DNSDomainN
ame
optional

Example : "string" string

DNSRacName
optional

Example : "string" string

DeviceDescrip
tion
optional

Example : "string" string

FQDD
optional

Example : "string" string

FirmwareVers
ion
optional

Example : "string" string

GUID
optional

Example : "string" string

IPMIVersion
optional

Example : "string" string

InstanceID
optional

Example : "string" string

LANEnabledSt
ate
optional

Example : "string" string
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Name Description Schema

LastSystemInv
entoryTime
optional

Example : "string" string

LastUpdateTi
me
optional

Example : "string" string

Model
optional

Example : "string" string

PermanentMA
CAddress
optional

Example : "string" string

ProductDescri
ption
optional

Example : "string" string

SOLEnabledSt
ate
optional

Example : "string" string

URLString
optional

Example : "string" string

3.25. DCIMSoftwareIdentityType

Name Description Schema

any
optional

Example : [ "object" ] < object > array

buildNumber
optional

Example : "CimUnsignedShort" CimUnsignedShort

caption
optional

Example : "Caption" Caption

classification
Descriptions
optional

Example : [ "CimString" ] < CimString > array

classifications
optional

Example : [ "Classifications" ]
< Classifications >
array

communicatio
nStatus
optional

Example : "CommunicationStatus"
CommunicationStatu
s

componentID
optional

Example : "CimString" CimString

componentTy
pe
optional

Example : "CimString" CimString
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Name Description Schema

description
optional

Example : "CimString" CimString

detailedStatus
optional

Example : "DetailedStatus" DetailedStatus

deviceID
optional

Example : "CimString" CimString

elementName
optional

Example : "CimString" CimString

extendedReso
urceType
optional

Example : "ExtendedResourceType"
ExtendedResourceTy
pe

generation
optional

Example : "CimUnsignedLong" CimUnsignedLong

healthState
optional

Example : "HealthState" HealthState

identityInfoTy
pe
optional

Example : [ "IdentityInfoType" ]
< IdentityInfoType >
array

identityInfoVa
lue
optional

Example : [ "IdentityInfoValue" ]
< IdentityInfoValue >
array

impactsTPMm
easurements
optional

Example : "CimBoolean" CimBoolean

installDate
optional

Example : "CimDateTime" CimDateTime

installationDa
te
optional

Example : "CimString" CimString

instanceID
optional

Example : "CimString" CimString

isEntity
optional

Example : "CimBoolean" CimBoolean

isLargeBuildN
umber
optional

Example : "CimBoolean" CimBoolean

languages
optional

Example : [ "CimString" ] < CimString > array

largeBuildNu
mber
optional

Example : "CimUnsignedLong" CimUnsignedLong

majorVersion
optional

Example : "CimUnsignedShort" CimUnsignedShort

56



Name Description Schema

manufacturer
optional

Example : "CimString" CimString

minExtended
ResourceType
BuildNumber
optional

Example : "CimUnsignedShort" CimUnsignedShort

minExtended
ResourceType
MajorVersion
optional

Example : "CimUnsignedShort" CimUnsignedShort

minExtended
ResourceType
MinorVersion
optional

Example : "CimUnsignedShort" CimUnsignedShort

minExtended
ResourceType
RevisionNumb
er
optional

Example : "CimUnsignedShort" CimUnsignedShort

minorVersion
optional

Example : "CimUnsignedShort" CimUnsignedShort

name
optional

Example : "Name" Name

operatingStat
us
optional

Example : "OperatingStatus" OperatingStatus

operationalSt
atus
optional

Example : [ "OperationalStatus" ]
< OperationalStatus
> array

otherAttribut
es
optional

Example : { "string" : "string" } < string, string > map

otherExtende
dResourceTyp
eDescription
optional

Example : "CimString" CimString

primaryStatus
optional

Example : "PrimaryStatus" PrimaryStatus

releaseDate
optional

Example : "CimDateTime" CimDateTime

revisionNumb
er
optional

Example : "CimUnsignedShort" CimUnsignedShort

revisionString
optional

Example : "CimString" CimString
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Name Description Schema

serialNumber
optional

Example : "CimString" CimString

status
optional

Example : "CimString" CimString

statusDescript
ions
optional

Example : [ "CimString" ] < CimString > array

subDeviceID
optional

Example : "CimString" CimString

subVendorID
optional

Example : "CimString" CimString

targetOSTypes
optional

Example : [ "TargetOSTypes" ]
< TargetOSTypes >
array

targetOperati
ngSystems
optional

Example : [ "CimString" ] < CimString > array

targetTypes
optional

Example : [ "CimString" ] < CimString > array

vendorID
optional

Example : "CimString" CimString

versionString
optional

Example : "CimString" CimString

3.26. DetailedStatus

Name Description Schema

otherAttribut
es
optional

Example : { "string" : "string" } < string, string > map

value
optional

Example : "object" object

3.27. Duration

Name Description Schema

days
optional

Example : 0 integer (int32)

hours
optional

Example : 0 integer (int32)

minutes
optional

Example : 0 integer (int32)
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Name Description Schema

months
optional

Example : 0 integer (int32)

seconds
optional

Example : 0 integer (int32)

sign
optional

Example : 0 integer (int32)

xmlschemaTy
pe
optional

Example : "QName" QName

years
optional

Example : 0 integer (int32)

3.28. ExtendedResourceType

Name Description Schema

otherAttribut
es
optional

Example : { "string" : "string" } < string, string > map

value
optional

Example : "object" object

3.29. HardDrives

Name Description Schema

hardDrive
optional

Example : [ "BootSourcesType" ]
< BootSourcesType >
array

3.30. HealthState

Name Description Schema

otherAttribut
es
optional

Example : { "string" : "string" } < string, string > map

value
optional

Example : "object" object

3.31. HwBattery

Name Description Schema

fqdd
optional

Example : "string" string
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Name Description Schema

id
optional

Example : 0 integer (int64)

probeName
optional

Example : "string" string

state
optional

Example : "string" string

status
optional

Example : "string" string

3.32. HwController

Name Description Schema

batteryState
optional

Example : "string" string

batteryStatus
optional

Example : "string" string

bgiRate
optional

Example : "string" string

bus
optional

Example : "string" string

cacheCadeCap
ability
optional

Example : "string" string

cacheSizeInM
B
optional

Example : "string" string

ccMode
optional

Example : "string" string

ccRate
optional

Example : "string" string

controllerFir
mwareVersion
optional

Example : "string" string

copyBackMod
e
optional

Example : "string" string

device
optional

Example : "string" string

deviceCardDa
taBusWidth
optional

Example : "string" string
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Name Description Schema

deviceCardMa
nufacturer
optional

Example : "string" string

deviceCardSlo
tLength
optional

Example : "string" string

deviceCardSlo
tType
optional

Example : "string" string

deviceDescrip
tion
optional

Example : "string" string

driverVersion
optional

Example : "string" string

encryptionCa
pability
optional

Example : "string" string

encryptionMo
de
optional

Example : "string" string

fQDD
optional

Example : "string" string

function
optional

Example : "string" string

id
optional

Example : 0 integer (int64)

instanceID
optional

Example : "string" string

keyID
optional

Example : "string" string

lastSystemInv
entoryTime
optional

Example : "string" string

lastUpdateTi
me
optional

Example : "string" string

maxAvailable
PciLinkSpeed
optional

Example : "string" string

maxPossibleP
ciLinkSpeed
optional

Example : "string" string
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Name Description Schema

patrolReadMo
de
optional

Example : "string" string

patrolReadSta
te
optional

Example : "string" string

pcideviceID
optional

Example : "string" string

pcislot
optional

Example : "string" string

pcisubDeviceI
D
optional

Example : "string" string

pcisubVendorI
D
optional

Example : "string" string

pcivendorID
optional

Example : "string" string

possibleSpeed
optional

Example : "string" string

preservedCac
he
optional

Example : "string" string

primaryStatus
optional

Example : "string" string

productName
optional

Example : "string" string

realtimeCapa
bility
optional

Example : "string" string

rebuildRate
optional

Example : "string" string

rollUpStatus
optional

Example : "string" string

sasaddress
optional

Example : "string" string

securityStatus
optional

Example : "string" string

slicedVDCapa
bility
optional

Example : "string" string
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Name Description Schema

supportContr
ollerBootMod
e
optional

Example : "string" string

supportEnhan
cedAutoForeig
nImport
optional

Example : "string" string

supportRaid10
UnevenSpans
optional

Example : "string" string

t10piCapabilit
y
optional

Example : "string" string

3.33. HwCpu

Name Description Schema

cache1Associa
tivity
optional

Example : "string" string

cache1ErrorM
ethodology
optional

Example : "string" string

cache1Level
optional

Example : "string" string

cache1Locatio
n
optional

Example : "string" string

cache1Primar
yStatus
optional

Example : "string" string

cache1Size
optional

Example : "string" string

cache1SramTy
pe
optional

Example : "string" string

cache1Type
optional

Example : "string" string

cache1WriteP
olicy
optional

Example : "string" string
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Name Description Schema

cache2Associa
tivity
optional

Example : "string" string

cache2ErrorM
ethodology
optional

Example : "string" string

cache2Level
optional

Example : "string" string

cache2Locatio
n
optional

Example : "string" string

cache2Primar
yStatus
optional

Example : "string" string

cache2Size
optional

Example : "string" string

cache2SramTy
pe
optional

Example : "string" string

cache2Type
optional

Example : "string" string

cache2WriteP
olicy
optional

Example : "string" string

cache3Associa
tivity
optional

Example : "string" string

cache3ErrorM
ethodology
optional

Example : "string" string

cache3Level
optional

Example : "string" string

cache3Locatio
n
optional

Example : "string" string

cache3Primar
yStatus
optional

Example : "string" string

cache3Size
optional

Example : "string" string

cache3SramTy
pe
optional

Example : "string" string
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Name Description Schema

cache3Type
optional

Example : "string" string

cache3WriteP
olicy
optional

Example : "string" string

cpuFamily
optional

Example : "string" string

cpuStatus
optional

Example : "string" string

currentClockS
peed
optional

Example : "string" string

deviceDescrip
tion
optional

Example : "string" string

executeDisabl
edCapable
optional

Example : "string" string

executeDisabl
edEnabled
optional

Example : "string" string

externalBusCl
ockSpeed
optional

Example : "string" string

fqdd
optional

Example : "string" string

hyperThreadi
ngCapable
optional

Example : "string" string

hyperThreadi
ngEnabled
optional

Example : "string" string

id
optional

Example : 0 integer (int64)

manufacturer
optional

Example : "string" string

maxClockSpee
d
optional

Example : "string" string

model
optional

Example : "string" string

numberOfEna
bledCores
optional

Example : "string" string
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Name Description Schema

numberOfPro
cessorCores
optional

Example : "string" string

primaryStatus
optional

Example : "string" string

turboModeCa
pable
optional

Example : "string" string

turboModeEn
abled
optional

Example : "string" string

virtualization
TechnologyCa
pable
optional

Example : "string" string

virtualization
TechnologyEn
abled
optional

Example : "string" string

voltage
optional

Example : "string" string

3.34. HwEnclosure

Name Description Schema

assetTag
optional

Example : "string" string

connector
optional

Example : "string" string

deviceDescrip
tion
optional

Example : "string" string

emmCount
optional

Example : 0 integer (int32)

fanCount
optional

Example : 0 integer (int32)

fqdd
optional

Example : "string" string

id
optional

Example : 0 integer (int64)

instanceId
optional

Example : "string" string
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Name Description Schema

lastSystemInv
entoryTime
optional

Example : "string" string

lastUpdateTi
me
optional

Example : "string" string

primaryStatus
optional

Example : "string" string

productName
optional

Example : "string" string

psuCount
optional

Example : 0 integer (int32)

rollupStatus
optional

Example : "string" string

serviceTag
optional

Example : "string" string

slotCount
optional

Example : 0 integer (int32)

state
optional

Example : "string" string

tempProbeCo
unt
optional

Example : 0 integer (int32)

version
optional

Example : "string" string

wiredOrder
optional

Example : "string" string

3.35. HwFan

Name Description Schema

activeCooling
optional

Example : "string" string

currentReadin
g
optional

Example : "string" string

deviceDescrip
tion
optional

Example : "string" string

fqdd
optional

Example : "string" string

id
optional

Example : 0 integer (int64)
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Name Description Schema

maxCriticalTh
reshold
optional

Example : "string" string

maxWarningT
hreshold
optional

Example : "string" string

minCriticalTh
reshold
optional

Example : "string" string

minWarningT
hreshold
optional

Example : "string" string

primaryStatus
optional

Example : "string" string

pwm
optional

Example : "string" string

redundancySt
atus
optional

Example : "string" string

3.36. HwIntrusion

Name Description Schema

fqdd
optional

Example : "string" string

id
optional

Example : 0 integer (int64)

state
optional

Example : "string" string

status
optional

Example : "string" string

3.37. HwLed

Name Description Schema

fqdd
optional

Example : "string" string

id
optional

Example : 0 integer (int64)

state
optional

Example : "string" string

status
optional

Example : "string" string
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3.38. HwMemory

Name Description Schema

bankLabel
optional

Example : "string" string

currentOperat
ingSpeed
optional

Example : "string" string

deviceDescrip
tion
optional

Example : "string" string

fqdd
optional

Example : "string" string

id
optional

Example : 0 integer (int64)

manufactureD
ate
optional

Example : "string" string

manufacturer
optional

Example : "string" string

memoryType
optional

Example : "string" string

model
optional

Example : "string" string

partNumber
optional

Example : "string" string

primaryStatus
optional

Example : "string" string

rank
optional

Example : "string" string

serialNumber
optional

Example : "string" string

size
optional

Example : 0.0 number (double)

speed
optional

Example : 0.0 number (double)

3.39. HwNic

Name Description Schema

autoNegotiati
on
optional

Example : "string" string
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Name Description Schema

busNumber
optional

Example : "string" string

controllerBios
Version
optional

Example : "string" string

currentMACA
ddress
optional

Example : "string" string

dataBusWidth
optional

Example : "string" string

deviceDescrip
tion
optional

Example : "string" string

deviceNumbe
r
optional

Example : "string" string

familyDriverV
ersion
optional

Example : "string" string

familyVersion
optional

Example : "string" string

fcoEOffloadM
ode
optional

Example : "string" string

fcoEWwnn
optional

Example : "string" string

fqdd
optional

Example : "string" string

id
optional

Example : 0 integer (int64)

iscsiBootMode
optional

Example : "string" string

iscsiInitiatorG
ateway
optional

Example : "string" string

iscsiInitiatorI
pAddress
optional

Example : "string" string

iscsiInitiatorN
ame
optional

Example : "string" string

iscsiInitiatorP
rimaryDns
optional

Example : "string" string

70



Name Description Schema

iscsiInitiatorS
econdryDns
optional

Example : "string" string

iscsiInitiatorS
ubnet
optional

Example : "string" string

iscsiMacAddre
ss
optional

Example : "string" string

iscsiOffloadM
ode
optional

Example : "string" string

iscsiOffloadSu
pport
optional

Example : "string" string

legacyBootPro
tocol
optional

Example : "string" string

linkDuplex
optional

Example : "string" string

linkSpeed
optional

Example : "string" string

linkStatus
optional

Example : "string" string

macAddress
optional

Example : "string" string

maxBandwidt
h
optional

Example : "string" string

mediaType
optional

Example : "string" string

minBandwidt
h
optional

Example : "string" string

nicMode
optional

Example : "string" string

osDriverState
optional

Example : "string" string

pciDeviceID
optional

Example : "string" string

pciSubDeviceI
D
optional

Example : "string" string

71



Name Description Schema

permanentFco
MacAddress
optional

Example : "string" string

permanentMa
cAddress
optional

Example : "string" string

permanentiSc
siMacAddress
optional

Example : "string" string

productName
optional

Example : "string" string

receiveFlowCo
ntrol
optional

Example : "string" string

slotLength
optional

Example : "string" string

slotType
optional

Example : "string" string

teaming
optional

Example : "string" string

toeSupport
optional

Example : "string" string

transmitFlow
Control
optional

Example : "string" string

vendorName
optional

Example : "string" string

virtWwn
optional

Example : "string" string

virtWwpn
optional

Example : "string" string

virtualIscsiMa
cAddress
optional

Example : "string" string

virtualMacAd
dress
optional

Example : "string" string

wwn
optional

Example : "string" string

wwpn
optional

Example : "string" string
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3.40. HwNote

Name Description Schema

fqdd
optional

Example : "string" string

id
optional

Example : 0 integer (int64)

message
optional

Example : "string" string

3.41. HwPhysicalDisk

Name Description Schema

blockSizeInBy
tes
optional

Example : "string" string

busProtocol
optional

Example : "string" string

connector
optional

Example : "string" string

deviceDescrip
tion
optional

Example : "string" string

driveFormFac
tor
optional

Example : "string" string

fqdd
optional

Example : "string" string

freeSizeInByte
s
optional

Example : "string" string

hotSpareStatu
s
optional

Example : "string" string

instanceID
optional

Example : "string" string

lastSystemInv
entoryTime
optional

Example : "string" string

lastUpdateTi
me
optional

Example : "string" string

manufacturer
optional

Example : "string" string
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Name Description Schema

manufacturin
gDay
optional

Example : "string" string

manufacturin
gWeek
optional

Example : "string" string

manufacturin
gYear
optional

Example : "string" string

maxCapableS
peed
optional

Example : "string" string

mediaType
optional

Example : "string" string

model
optional

Example : "string" string

operationNam
e
optional

Example : "string" string

operationPerc
entComplete
optional

Example : "string" string

ppid
optional

Example : "string" string

predictiveFail
ureState
optional

Example : "string" string

primaryStatus
optional

Example : "string" string

raidStatus
optional

Example : "string" string

remainingRat
edWriteEndur
ance
optional

Example : "string" string

revision
optional

Example : "string" string

rollupStatus
optional

Example : "string" string

sasaddress
optional

Example : "string" string

securityState
optional

Example : "string" string
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Name Description Schema

serialNumber
optional

Example : "string" string

sizeInBytes
optional

Example : "string" string

slot
optional

Example : "string" string

supportedEnc
ryptionTypes
optional

Example : "string" string

t10PICapabilit
y
optional

Example : "string" string

usedSizeInByt
es
optional

Example : "string" string

3.42. HwPowerMonitoring

Name Description Schema

currentReadin
g
optional

Example : "string" string

energyConsu
mption
optional

Example : "string" string

energyConsu
mptionEndDat
eTime
optional

Example : "string" string

energyConsu
mptionStartD
ateTime
optional

Example : "string" string

failureThresh
old
optional

Example : "string" string

fqdd
optional

Example : "string" string

id
optional

Example : 0 integer (int64)

lastDayPeakA
verage
optional

Example : "string" string
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Name Description Schema

lastDayPeakM
ax
optional

Example : "string" string

lastDayPeakM
axTime
optional

Example : "string" string

lastDayPeakM
in
optional

Example : "string" string

lastDayPeakM
inTime
optional

Example : "string" string

lastDayPeakTi
me
optional

Example : "string" string

lastHourPeak
Average
optional

Example : "string" string

lastHourPeak
Max
optional

Example : "string" string

lastHourPeak
MaxTime
optional

Example : "string" string

lastHourPeak
Min
optional

Example : "string" string

lastHourPeak
MinTime
optional

Example : "string" string

lastHourPeak
Time
optional

Example : "string" string

lastWeekPeak
Average
optional

Example : "string" string

lastWeekPeak
Max
optional

Example : "string" string

lastWeekPeak
MaxTime
optional

Example : "string" string

lastWeekPeak
Min
optional

Example : "string" string

76



Name Description Schema

lastWeekPeak
MinTime
optional

Example : "string" string

lastWeekPeak
Time
optional

Example : "string" string

peakAmpsEnd
DateTime
optional

Example : "string" string

peakAmpsStar
tDateTime
optional

Example : "string" string

powerCap
optional

Example : "string" string

probeName
optional

Example : "string" string

profile
optional

Example : "string" string

systemInstant
aneousHeadro
om
optional

Example : "string" string

systemPeakA
mps
optional

Example : "string" string

systemPeakHe
adroom
optional

Example : "string" string

systemPeakPo
wer
optional

Example : "string" string

systemPeakPo
werEndDateTi
me
optional

Example : "string" string

systemPeakPo
werStartDate
Time
optional

Example : "string" string

warningThres
hold
optional

Example : "string" string
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3.43. HwPsu

Name Description Schema

firmwareVersi
on
optional

Example : "string" string

fqdd
optional

Example : "string" string

id
optional

Example : 0 integer (int64)

inputAmps
optional

Example : "string" string

inputVoltage
optional

Example : "string" string

inputWattage
optional

Example : "string" string

manufacturer
optional

Example : "string" string

name
optional

Example : "string" string

outputWattag
e
optional

Example : "string" string

partNumber
optional

Example : "string" string

redundancySt
atus
optional

Example : "string" string

serialNumber
optional

Example : "string" string

status
optional

Example : "string" string

type
optional

Example : "string" string

3.44. HwSDCard

Name Description Schema

componentNa
me
optional

Example : "string" string

deviceDescrip
tion
optional

Example : "string" string
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Name Description Schema

fqdd
optional

Example : "string" string

id
optional

Example : 0 integer (int64)

initializedStat
e
optional

Example : "string" string

instanceID
optional

Example : "string" string

licensed
optional

Example : "string" string

location
optional

Example : "string" string

onlineStatus
optional

Example : "string" string

size
optional

Example : "string" string

space
optional

Example : "string" string

status
optional

Example : "string" string

vflashEnabled
optional

Example : "string" string

writeProctect
ed
optional

Example : "string" string

3.45. HwStorage

Name Description Schema

controllers
optional

Example : [ "HwController" ]
< HwController >
array

enclosures
optional

Example : [ "HwEnclosure" ]
< HwEnclosure >
array

physicalDisks
optional

Example : [ "HwPhysicalDisk" ]
< HwPhysicalDisk >
array

virtualDisks
optional

Example : [ "HwVirtualDisk" ]
< HwVirtualDisk >
array

3.46. HwSystem
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Name Description Schema

activePowerP
olicy
optional

Example : "string" string

assetTag
optional

Example : "string" string

baseBoardCha
ssisSlot
optional

Example : "string" string

batteryRollup
Status
optional

Example : "string" string

biosReleaseDa
te
optional

Example : "string" string

biosVersionSt
ring
optional

Example : "string" string

bladeGeometr
y
optional

Example : "string" string

boardPartNu
mber
optional

Example : "string" string

boardSerialN
umber
optional

Example : "string" string

caption
optional

Example : "string" string

chassisModel
optional

Example : "string" string

chassisName
optional

Example : "string" string

chassisService
Tag
optional

Example : "string" string

chassisSystem
Height
optional

Example : "string" string

cmcip
optional

Example : "string" string

cpldVersion
optional

Example : "string" string
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Name Description Schema

cpuRollupStat
us
optional

Example : "string" string

currentRollup
Status
optional

Example : "string" string

deviceDescrip
tion
optional

Example : "string" string

elementName
optional

Example : "string" string

estimatedExh
austTemperat
ure
optional

Example : "string" string

estimatedSyst
emAirflow
optional

Example : "string" string

expressServic
eCode
optional

Example : "string" string

fanRollupStat
us
optional

Example : "string" string

fqdd
optional

Example : "string" string

generation
optional

Example : "string" string

hostName
optional

Example : "string" string

id
optional

Example : "string" string

idsdmRollupS
tatus
optional

Example : "string" string

instanceID
optional

Example : "string" string

intrusionRollu
pStatus
optional

Example : "string" string

lastSystemInv
entoryTime
optional

Example : "string" string
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Name Description Schema

lastUpdateTi
me
optional

Example : "string" string

licensingRollu
pStatus
optional

Example : "string" string

lifecycleContr
ollerVersion
optional

Example : "string" string

manufacturer
optional

Example : "string" string

maxCpuSocke
ts
optional

Example : "string" string

maxDimmSlot
s
optional

Example : "string" string

maxPcieSlots
optional

Example : "string" string

memoryOpera
tionMode
optional

Example : "string" string

memoryRollu
pStatus
optional

Example : "string" string

model
optional

Example : "string" string

nodeId
optional

Example : "string" string

platformGuid
optional

Example : "string" string

populatedCpu
Sockets
optional

Example : "string" string

populatedDim
mSlots
optional

Example : "string" string

populatedPcie
Slots
optional

Example : "string" string

powerCap
optional

Example : "string" string
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Name Description Schema

powerCapEna
bledState
optional

Example : "string" string

powerState
optional

Example : "string" string

primaryStatus
optional

Example : "string" string

psRollupStatu
s
optional

Example : "string" string

rollupStatus
optional

Example : "string" string

sdCardRollup
Status
optional

Example : "string" string

serverAllocati
on
optional

Example : "string" string

serviceTag
optional

Example : "string" string

smbiosGUID
optional

Example : "string" string

storageRollup
Status
optional

Example : "string" string

sysMemErrorI
nfo
optional

Example : "string" string

sysMemError
Methodology
optional

Example : "string" string

sysMemFailOv
erState
optional

Example : "string" string

sysMemLocati
on
optional

Example : "string" string

sysMemMaxC
apacitySize
optional

Example : "string" string

sysMemPrima
ryStatus
optional

Example : "string" string
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Name Description Schema

sysMemTotalS
ize
optional

Example : 0.0 number (double)

systemGenera
tion
optional

Example : "string" string

systemID
optional

Example : "string" string

systemRevisio
n
optional

Example : "string" string

tempRollupSt
atus
optional

Example : "string" string

tempStatistics
RollupStatus
optional

Example : "string" string

uuid
optional

Example : "string" string

voltRollupStat
us
optional

Example : "string" string

3.47. HwTemperature

Name Description Schema

fqdd
optional

Example : "string" string

id
optional

Example : 0 integer (int64)

max
optional

Example : "string" string

maxCriticalTh
reshold
optional

Example : "string" string

maxWarningT
hreshold
optional

Example : "string" string

min
optional

Example : "string" string

minCriticalTh
reshold
optional

Example : "string" string
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Name Description Schema

minWarningT
hreshold
optional

Example : "string" string

peak
optional

Example : "string" string

probeName
optional

Example : "string" string

reading
optional

Example : "string" string

status
optional

Example : "string" string

3.48. HwVirtualDisk

Name Description Schema

blockSizeInBy
tes
optional

Example : "string" string

busProtocol
optional

Example : "string" string

cacheCade
optional

Example : "string" string

deviceDescrip
tion
optional

Example : "string" string

diskCachePoli
cy
optional

Example : "string" string

fqdd
optional

Example : "string" string

id
optional

Example : 0 integer (int64)

instanceId
optional

Example : "string" string

lastSystemInv
entoryTime
optional

Example : "string" string

lastUpdateTi
me
optional

Example : "string" string

lockStatus
optional

Example : "string" string
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Name Description Schema

mediaType
optional

Example : "string" string

name
optional

Example : "string" string

objectStatus
optional

Example : "string" string

operationNam
e
optional

Example : "string" string

operationPerc
entComplete
optional

Example : "string" string

pendingOpera
tions
optional

Example : "string" string

physicalDiskI
ds
optional

Example : [ "string" ] < string > array

primaryStatus
optional

Example : "string" string

raidStatus
optional

Example : "string" string

raidTypes
optional

Example : "string" string

readCachePoli
cy
optional

Example : "string" string

remainingRed
undancy
optional

Example : "string" string

rollupStatus
optional

Example : "string" string

sizeInBytes
optional

Example : "string" string

spanDepth
optional

Example : "string" string

spanLength
optional

Example : "string" string

startingLbaIn
Blocks
optional

Example : "string" string

stripeSize
optional

Example : "string" string
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Name Description Schema

t10piStatus
optional

Example : "string" string

virtualDiskTa
rgetId
optional

Example : "string" string

writeCachePol
icy
optional

Example : "string" string

3.49. HwVoltage

Name Description Schema

fqdd
optional

Example : "string" string

id
optional

Example : 0 integer (int64)

max
optional

Example : "string" string

min
optional

Example : "string" string

peak
optional

Example : "string" string

probeName
optional

Example : "string" string

reading
optional

Example : "string" string

status
optional

Example : "string" string

3.50. IdentityInfoType

Name Description Schema

otherAttribut
es
optional

Example : { "string" : "string" } < string, string > map

value
optional

Example : "string" string

3.51. IdentityInfoValue
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Name Description Schema

otherAttribut
es
optional

Example : { "string" : "string" } < string, string > map

value
optional

Example : "string" string

3.52. IdracCardString

Name Description Schema

attributeDispl
ayName
optional

Example : "string" string

attributeNam
e
optional

Example : "string" string

currentValue
optional

Example : "string" string

defaultValue
optional

Example : "string" string

dependency
optional

Example : "string" string

displayOrder
optional

Example : "string" string

fqdd
optional

Example : "string" string

groupDisplay
Name
optional

Example : "string" string

groupId
optional

Example : "string" string

instanceId
optional

Example : "string" string

isReadOnly
optional

Example : "string" string

maxLength
optional

Example : "string" string

minLength
optional

Example : "string" string

pendingValue
optional

Example : "string" string

88



3.53. InventoryCallbackRequest
Inventory callback request for device inventory.

Name Description Schema

callbackGraph
optional

CallbackGraph.
Example : "string"

string

callbackUri
required

CallbackUri.
Example : "string"

string

credential
required

Credential
Example : "Credential"

Credential

type
required

Type.
Example : "string"

string

3.54. JAXBElement«string»

Name Description Schema

globalScope
optional

Example : true boolean

name
optional

Example : "QName" QName

nil
optional

Example : true boolean

typeSubstitute
d
optional

Example : true boolean

value
optional

Example : "string" string

3.55. LCLogResponse

Name Description Schema

agentID
optional

Example : "string" string

category
optional

Example : "string" string

comment
optional

Example : "string" string

configResults
Available
optional

Example : "string" string

creationTimeS
tamp
optional

Example : "string" string
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Name Description Schema

elementName
optional

Example : "string" string

fqdd
optional

Example : "string" string

instanceID
optional

Example : "string" string

logInstanceID
optional

Example : "string" string

logName
optional

Example : "string" string

message
optional

Example : "string" string

messageArgu
ments
optional

Example : [ "string" ] < string > array

messageID
optional

Example : "string" string

owningEntity
optional

Example : "string" string

perceivedSeve
rity
optional

Example : "string" string

rawEventData
optional

Example : "string" string

recordID
optional

Example : "string" string

sequenceNum
ber
optional

Example : "string" string

3.56. Manager

Name Description Schema

stringViewList
optional

Example : [ "IdracCardString" ]
< IdracCardString >
array

3.57. ManagerResponse

Name Description Schema

DCIM_IDRACC
ardView
optional

Example : "DCIMIDRACCardView"
DCIMIDRACCardVie
w
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Name Description Schema

DCIM_iDRACC
ardEnumerati
on
optional

Example : [ "DCIMIDRACCardEnumeration" ]
<
DCIMIDRACCardEnu
meration > array

DCIM_iDRACC
ardString
optional

Example : [ "DCIMIDRACCardString" ]
<
DCIMIDRACCardStri
ng > array

3.58. Name

Name Description Schema

otherAttribut
es
optional

Example : { "string" : "string" } < string, string > map

value
optional

Example : "string" string

3.59. OperatingStatus

Name Description Schema

otherAttribut
es
optional

Example : { "string" : "string" } < string, string > map

value
optional

Example : "object" object

3.60. OperationalStatus

Name Description Schema

otherAttribut
es
optional

Example : { "string" : "string" } < string, string > map

value
optional

Example : "object" object

3.61. PrimaryStatus

Name Description Schema

otherAttribut
es
optional

Example : { "string" : "string" } < string, string > map

value
optional

Example : "object" object
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3.62. QName

Name Description Schema

localPart
optional

Example : "string" string

namespaceUR
I
optional

Example : "string" string

prefix
optional

Example : "string" string

3.63. ResponseString

Name Description Schema

callbackUri
optional

Example : "string" string

response
optional

Example : "string" string

3.64. ServerHardwareInventory

Name Description Schema

batteries
optional

Example : [ "HwBattery" ] < HwBattery > array

cpus
optional

Example : [ "HwCpu" ] < HwCpu > array

fans
optional

Example : [ "HwFan" ] < HwFan > array

id
optional

Example : "string" string

intrusions
optional

Example : [ "HwIntrusion" ]
< HwIntrusion >
array

leds
optional

Example : [ "HwLed" ] < HwLed > array

memories
optional

Example : [ "HwMemory" ]
< HwMemory >
array

nics
optional

Example : [ "HwNic" ] < HwNic > array

notes
optional

Example : [ "HwNote" ] < HwNote > array

powerMonitor
ing
optional

Example : "HwPowerMonitoring"
HwPowerMonitorin
g
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Name Description Schema

powerSupplyU
nits
optional

Example : [ "HwPsu" ] < HwPsu > array

sdCards
optional

Example : [ "HwSDCard" ] < HwSDCard > array

storage
optional

Example : "HwStorage" HwStorage

system
optional

Example : "HwSystem" HwSystem

temperatures
optional

Example : [ "HwTemperature" ]
< HwTemperature >
array

voltages
optional

Example : [ "HwVoltage" ] < HwVoltage > array

3.65. StringType

Name Description Schema

otherAttribut
es
optional

Example : { "string" : "string" } < string, string > map

value
optional

Example : "object" object

3.66. TargetOSTypes

Name Description Schema

otherAttribut
es
optional

Example : { "string" : "string" } < string, string > map

value
optional

Example : 0 integer (int32)

3.67. XMLGregorianCalendar

Name Description Schema

day
optional

Example : 0 integer (int32)

eon
optional

Example : 0 integer (int64)

eonAndYear
optional

Example : 0 integer (int64)
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Name Description Schema

fractionalSeco
nd
optional

Example : 0.0 number (double)

hour
optional

Example : 0 integer (int32)

millisecond
optional

Example : 0 integer (int32)

minute
optional

Example : 0 integer (int32)

month
optional

Example : 0 integer (int32)

second
optional

Example : 0 integer (int32)

timezone
optional

Example : 0 integer (int32)

valid
optional

Example : true boolean

xmlschemaTy
pe
optional

Example : "QName" QName

year
optional

Example : 0 integer (int32)
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